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SILT FENCE

STORM DRAIN

INLET PROTECTION

TEMPORARY

SEEDING

PERMANENT

SEEDING

MULCHING

LIMITS OF

DISTURBANCE
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3.31

3.32

3.35

PS PS
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IP
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SURFACE MIX ASPHALT

BASE MIX ASPHALT

SUBBASE

DEPTH VARIES

LIMITS OF OPEN CUT

SEE

4"

CONDITIONS)

(6" IN ROCK 

BEDDING AND BACKFILL

UNDER PAVEMENT AND IN RIGHT-OF-WAY

NOTE

#8#8

NOTE

SEE

1. BEDDING, HAUNCHING AND INITIAL BACKFILL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THIS

DETAIL AND  MANUFACTURER'S RECOMMENDATION.

2. ALL PVC PIPE SHALL BE BEDDED IN COMPACTED VDOT #57 OR #58 STONE.

3. IN VDOT ROW, THE CONTRACTOR SHALL REPLACE THE PAVEMENT AS REQUIRED AND SPECIFIED BY

VDOT.  IN ROANOKE CITY, CONTRACTOR SHALL REPLACE PAVEMENT AS REQUIRED BY CITY OF ROANOKE

RIGHT OF WAY EXCAVATION AND RESTORATION STANDARDS, LATEST EDITION.

4. ALL CONSTRUCTION WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE AS SPECIFIED BY VDOT OR

APPLICABLE LOCALITY.

5. PRIOR TO CONSTRUCTION, CONTRACTOR IS RESPONSIBLE FOR SECURING ALL REQUIRED PERMITS FROM

VDOT AND/OR APPLICABLE LOCALITY.

6. IN AREAS SUBJECTED TO VEHICULAR TRAFFIC, BEDDING STONE AND FILL SHALL BE PLACED IN 6" LIFTS

AND SHALL BE COMPACTED TO AT LEAST 95% OF MAXIMUM DENSITY AS DETERMINED BY ASTM D 698.

7. ALL SEWER LINE PIPE SHALL BE BEDDED IN COMPACTED GRANULAR MATERIAL.  BEDDING

REQUIREMENTS FOR DUCTILE SEWER LINE ARE DEPENDENT ON MANUFACTURER'S BEDDING CRITERIA.

8. BENCH CUT ON EACH SIDE OF PAVEMENT SHALL BE IN ACCORDANCE WITH VDOT OR APPLICABLE

LOCALITY'S SPECIFICATIONS.

9. ALL EXCAVATIONS SHALL COMPLY WITH OSHA TECHNICAL MANUAL, CHAPTER 2, TITLED "EXCAVATIONS:

HAZARD RECOGNITION IN TRENCHING AND SHORING."

10. THE TRACER WIRE SHALL BE PLACED ALONG THE LOWER QUADRANT OF THE PIPE. THE WIRE SHALL NOT

TOUCH THE PIPE, BUT SHALL BE A MAXIMUM OF 6" FROM THE PIPE.  NON-METALLIC SPACERS MAY BE

USED TO MAINTAIN A SET DISTANCE FROM THE UTILITY.

BEDDING:  FOR WATERLINES, INSTALL BEDDING STONE TO SPRING LINE OF PIPE AT A MINIMUM, OR PER

MANUFACTURER'S RECOMMENDATION.  FOR SEWER LINES, BEDDING SHALL BE MINIMUM 6" ABOVE PIPE.

LOCATION OF TRACER WIRE WITH

NON-METALLIC PRESSURE PIPE.

TRACER WIRE NOT REQUIRED FOR

TYPICAL GRAVITY SANITARY SEWER.

SEE DETAIL G-4

01/01/14

PIPE SIZE & MATERIAL

AS SHOWN ON PLAN

SEE BEDDING NOTE BELOW

NON-DETECTABLE

WARNING TAPE,

3 TO 5 MILS IN

THICKNESS, TO BE

INSTALLED APPROX.

24" ABOVE AND

AT A MINIMUM OF

6" BELOW GRADE

(ALL PIPE)

BACKFILL ONLY WITH APPROVED

    MATERIAL PER APPLICABLE

LOCALITY OR VDOT STANDARDS

EXISTING PAVEMENT

SECTION

WIDTH OF TRENCH EXCAVATION

PIPE DIA. + 6" EACH SIDE ( MINIMUM)

12/18/2014
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EX. ST-5

DRAINAGE AREA EX. ST-6 = 0.36 AC

RUNOFF COEFFICIENT = 0.54

Tc = 10.78 MIN.

12-1

DRAINAGE AREA 12-1 = 0.29 AC

RUNOFF COEFFICIENT = 0.77

Tc = 6 MIN.

EX. ST-7

DRAINAGE AREA EX. ST-7 = 2.62 AC

RUNOFF COEFFICIENT = 0.40

Tc = 12.3 MIN.
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INCLUDED FOR INFORMATIONAL

PURPOSES ONLY


